
(2) ZIAMATIC SAC-44-E

FOLDING WHEEL CHOCKS

22.00" STAINLESS BUMPER 

(2) HIVIZ FT-4X6KIT L.E.D.

HEADLIGHTS IN CHROME HOUSING

EACH SIDE

L.E.D. MARKER LIGHT WITH

RUBBER ARM EACH SIDE

(2) WHELEN M92C

L.E.D. SCENE LIGHTS

(1) 2.50" OUTLET WITH 2.50" PIPING

(2) HADLEY AIR HORNS

(2) WHELEN M6 L.E.D.

WARNING LIGHTS ON 

BASKET EACH SIDE

MOUNTING BRACKETS FOR PIKE POLE

AT AERIAL FLY SECTION

MOUNTING BRACKETS FOR

20' ROOF LADDER

3 IN 1 BRACKET STORAGE

ALUMINUM 4-WAY AERIAL

ROTATION BEARING COVER

WHELEN MPB* MICRO L.E.D.

TRACKING LIGHT EACH SIDE

(2) WHELEN M6V L.E.D.

STABILIZER WARNING

LIGHTS EACH SIDE

NFPA MIN.

8.00°

ELECTRICAL

CONNECTION

CLEARANCE

70.00

24.75

22.25 CLEAR

23.00

8.25 7.75 11.25

52.00

1'-6"

139.00

500' OF 5.00" DJ POLY HOSE 

63.50R

STABILIZER CONTROLS

EQUIPMENT STORED

AT THE REAR

TWO 35' 2-SEC 

ONE 28' 2-SEC 

ONE 16' ROOF 875

ONE 10' FOLDING 585

SIX PIKE POLES

�B1�

5.00" AERIAL INLET

53.50

72.25

68.25

96.00

�LP�

WITH SMOOTH DOOR

REAR HOSE CHUTE

�55�

�55�

123.50

152.50

5.00

1.50

104.50  FRAME CUTOFF

�LS5�

(2) WHELEN M6 L.E.D.

WARNING LIGHTS IN

A COMMON BEZEL EACH SIDE

CENTER HOSE TRAY

FOR 150' OF 1.75" HOSE

WITH ADJUSTABLE PARTITION

WHELEN M6V L.E.D.

WARNING LIGHTS

EACH SIDE

(1) FEDERAL Q2B SIREN

(2) WHELEN L.E.D.

WARNING LIGHT BARS

(2) WHELEN M6 L.E.D.

WARNING LIGHTS

STOP/TAIL LIGHTS

DIRECTIONAL LIGHTS

BACK-UP LIGHTS

MOUNTED IN WHELEN

M6 PIERCE BEZELS

NOTE

DIMENSIONS SHOWN ARE APPROXIMATE

AND ARE SUBJECT TO MINOR DEVIATIONS

AS MAY OCCUR OR BE NECESSARY IN

CONSTRUCTION.

MINOR DETAILS NOT SHOWN.
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MAKE

MODEL

CHASSIS

DATA

MANUFACTURING INC.

OFD

JOB NO.

DWG

NO.

SHEET SIZE SHEET NO.

SCALE

DRAWN BY

CHECKED BY

DATE

TITLE

FOR

REV DATE BY CH

100' AERIAL PLATFORM AND BODY ASSEMBLY

500 GALLON TANK

ORANGEBURG FIRE DEPARTMENT

ORANGEBURG, NEW YORK

-

PIERCE

VELOCITY

1:24

REV 7

CUSTOMER APPROVAL

APPROVED BY:

DATE:

1  1

5'-7"

�SV2�

�AC-FR�

�MF�

�SV3�

TAK-4

Velocity

�WB$�

�SV1�

84.00

2.00

�OAH$�

�SV4�

�ALUMINUM BODY�

�SV2�

�AC-FR�

�MF�

�SV3�

TAK-4

Velocity

�WB$�

�SV1��OAH$�

�SV4�

�SIDE ROLL & FRONTAL IMPACT PROTECTION�

RETRAC  MIRRORS

      W/ CONVEX 

145.00

(12'-1")

APPROX

O.A.H.

CODE 3 XT447AS L.E.D.

TRAFFIC DIRECTING LIGHT

WITH ALUMINUM 4-WAY BOX

PIERCE REAR VIEW CAMERA

WITH ALUMINUM 4-WAY GUARD

WHELEN PIONEER

PFS2P1 LED LIGHT

(4) AIR BOTTLES 

EACH SIDE

RUNNING BOARD HOSE TRAY FOR

30' OF 5.00" HOSE WITH 4 WAY COVER

WHELEN SA314A SPEAKER

(2) WHELEN FREEDOM IV

21.50" L.E.D. LIGHTBARS

MOUNTED AT 30°

(2) CROSSLAY HOSEBEDS WITH

POLY TRAYS FOR 200' OF 1.75"

D.J. HOSE WITH 2.00" PIPING 

(1) DEADLAY FOR 

200' OF 3.00" D.J. HOSE

29.0028.0026.0029.00

�54�

�54�

SURFACE DESIGNATION 

AND PATHWAY MARKINGS

�RS5�

NFPA MIN.

8.00°

SIDE VIEW CAMERA

FRC MAX VISION L.E.D. WATER

LEVEL INDICATOR EACH SIDE

�BSP$�

�OAL$�

�SV2�

�SV1�

�BSP$LOC�

�SV3�

ORANGEBURG FIRE DEPT

ORANGEBURG FIRE DEPT

WITH AERIAL MASTER

MARS TB8-P WARNING LIGHT

EACH SIDE

ROTO-RAY 4000W PAR46

L.E.D. WARNING LIGHT

WHELEN 86" S86MW

L.E.D. VISOR LIGHT

WHELEN TRACER

(2) WHELEN M6 LIGHTS

L.E.D. WARNING

(2) WHELEN SPOT LIGHTS

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

ADJUSTABLE SHELF

TILT/SLIDE OUT TRAY

HI-RISE PACKS

AIR PACK

HI-RISE PACKS

LITTLE GIANT LADDER

WB 271.00

528.50 (44' - 0.50") APPROX OAL

TWO 14' ROOF 775

ONE 20' 2-SEC 
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